


 
 
 

 

 

 

 
 

 

 

 

  

 

    

• Small and Light Weight
• Easy, simple and low cost installation
• Wireless operation, no messy cables
• 940 nm IR with minimal interference
• Works on any display surface
• Over 8 hours of battery life
• Powerful and User's Friendly software
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Trademarks as mentioned are properties of corresponding owners

Internal Android OS or Windiows Vista / Windows 7 / 
Windows 8
67 frames/second
300,000 Native, 1.2 m expanded
16 points
Less than 1.5 pxiels
940 nm, 2 x AAA batteries
IR Pen: Dia.16 x 156 mm long
IR Pen: 18.5g
Less than 2.5W

Operating System

Scan Rates
Resolution (pixels)
Calibration Method
Accuracy
IR Pen
Dimensions
Weight
Power Consumption

Display Technolgy

Native Resolution

Contrast Ratio

I/O Connecors

Light Source

Brightness

Throw Ratio

Audio

Battery Life

Compatiblity

Dimensions / Weight

Control

File Format 

OS

Power Consumption

DLP Technology ; 0.45" Imager

WXGA (1280 x 800 pixels)

2000 : 1

1xHDMI, 1xHDMI/MHL, 2xUSB, Micro SD, AV

3 x LED RGB

Up to 800 Lumens

1.2 : 1 (Distance / Width)

4GB Internal Flash

2x2W Speakers, 3.5mm Audio Jack, Bluetooth Audio

Over 2 hours (ECO mode)

JPEG, BMP PHG, WMA, MP3, AAC, 3D Video 

210 (W) x 150 (L) x 40mm (H) / 1kg

Built-in Mouse Touchpad or USB Mouse

AVI, MPEG1/2/4, RMVB, MKV, MJPEG　

ANDROID 4.2

Approx. 60W

Memory 
WIFI Built-in 802.11 B/G/N
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